
EASY
INSTALLATION

STYLISH
CASSETTE

OPEN HALF-WAY
SIDE PEGS

If you’re looking for a quick and simple shade to keep the light out at night, then the Skyshade Hatchshade is ideal. Fully retracting into 
the cassette, Hatchshade is perfect for fixed hatches, where a flyscreen is not required.

  DOMETIC OCEANAIR
SKYSHADE HATCHSHADE

PRODUCT INFO

Mobile living made easy.

STYLISH & DURABLE
ALUMINIUM HARDWARE

BLACKOUT
AS STANDARD

FULLY 
RETRACTING



ROLLER BLIND WITH A 
SHAPED CASSETTE

Dometic Oceanair Skyshade Hatchshade uses the same 
high performance fabric as our full Skyscreen range, 
ensuring the best possible blackout covering, with 
additional water repellent properties and UV resistance. 
The standard mini grip handle has been designed for 
simple and effortless operation, fitting smoothly into a 
colour matched clasp that is fitted with just one screw. 
Powder coated aluminium hardware ensures durability. 
Also suitable for vertical operation.

BENEFITS WITH SKYSHADE 
HATCHSHADE

• Shaped cassette for added style
• Durable powder coated aluminium hardware
• Side pegs enable half-way opening
• Available in white, silver or beige
• Range of hold downs available
• Also suitable for vertical operation
• Simple and fast installation with just two screws.

dometic.com

SPECIFICATIONS

Solar White Shield Blackout

Fabric Collection Specified

White

Beige

Mini Grip

Toggle

Long Toggle

Pegs

Face Fix

Top Fix

Any

Simple Shaping Available

FABRIC

HARDWARE

HOLD DOWNS

FIX TYPE

ANGLE SUITABILITY

SHAPING



ROLLER BLIND WITH A 
SHAPED CASSETTE

dometic.com

Dimensions are intended as a guide only - Contact your nearest distributor for further details.

SKYSHADE
HATCHSHADE
TECHNICAL
DATA 

No. of Fabrics 1

Min Width (X)

Max Width (X)

Max Drop (Y)

200mm (77/8”)

1400mm (551/8”)

900mm (357/16”)

Headrail Depth

Headrail Height

33mm (15/16”)

31mm (11/4”)

Bottomrail Height 15mm(9/16”)

Standard Sizes

Product Code

HSH2-20 440mm (175/16”)

HSH2-25 300mm (1113/16”)

HSH2-30

HSH2-40

400mm (153/4”)

510mm (201/16”)

Width (X) Drop (Y)

356mm (14”)

399mm (1511/16”)

481mm (1815/16”)

437mm (173/16”)

HSH2-60

HSH2-70

600mm (235/8”)

700mm (279/16”)

556mm (217/8”)

679mm (263/4”)


