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Lens material�  UV resistant enhanced impact acrylic

Rim material�  UV resistant plastic or 316 stainless steel.

Light Source  LED

Dimming   Dimmed via Hella 2 Group Dimmer 5XA 998 572-001

Cabl�e   Pre-wired with 120mm of single core marine cable. 

   UL listed.

Operating Vol�tage  12V DC or 24V DC

Power Consumption  1W ( < 0.07A @ 12V / < 0.03A @ 24V )

Degree of Protection   IP 67 - Completely sealed

Weight    48g (including cable)

Instal�l�ation  Recess mounted into 50mm diameter hole. 

   Secured with 3 screws.

Manufacturing Location New Zealand

INSTRUCTION SHEET

Compact Round LED Downlight

Introduction

Hella LED lamps are an attractive, energy efficient, no maintenance solution for a variety of interior 
and exterior lighting applications. 

Designed and manufactured in New Zealand, Hella Compact LED Downlights feature a mounting 
depth of 19mm.  Rims are available in polished 316 stainless steel, gold plated stainless steel, satin 
chrome plated stainless steel, black or white plastic. 

Hella LED lamps consume a fraction of the energy of traditional bulb lamps and run very cool due to 
their low current draw.  This provides safer installation into light weight materials where the heat of 
traditional lamps may cause damage to the surrounding structure. 

Advanced Hella lens technology provides a cool and even spread of soft light without glare or strain 
on your eyes.
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For general comments about Hella's products please contact us on E-mail at techfeedback@hella.co.nz

Warranty Statement
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Dimensions
a = 50.0mm / 1.97”
b = 18.5mm / 0.73”
c = 27.0mm / 1.06”
d = 75.0mm / 2.95” with plastic rim
      72.0mm / 2.83” with stainless steel rim 

Lamp Mounting Instructions

Ensure the lamp is mounted on a flat surface with the gasket provided.  The lens may be used as a template for 
drilling the three mounting holes.  The pitch circle diameter for the mounting holes should be 57mm.  Mount the 
lamp and fit lamp bezel to lens.

Note: Lamp is fully sealed and has no serviceable components.    

NB: Lamp must be protected by a fuse rated at 2 amperes maximum. 

Cabl�e col�our Connect to Power Consumption

Coloured cable  Positive (+) 1 watt

Black cable  Negative (-)    -

Wiring Colour Coding

LED modules are polarity conscious.  Reverse polarity will not damage this product but will inhibit its function.
Hella recommends wire connections be soldered, and heat shrink tubing applied to seal the joint.

Mounting Surface

Congratul�ations! The product you have sel�ected comes from Hel�l�a - one of the worl�d's l�eading 
manufacturers of l�ighting products.
Hella branded products are covered by a warranty against manufacturing or material defects (For further 
details please check the terms of trade with your Hella agent).

The lamp module is sealed and does not have any serviceable parts inside; opening the module will 
invalidate warranty.
 

In the unlikely event that you should experience a problem with your purchase, please contact the Hella 
agent where you purchased the product.
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