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Note:  Your Engine Room Light may become warm or hot to the 
touch during normal operation.  This is not damaging to the light 
or to normal mounting surfaces but care should be taken to avoid 
injury.  The light should not be installed in enclosed or confined 
spaces which restrict airflow to the light.  Overheating may cause 
the light to shut down partially or completely.  If this occurs the 
light should be turned off and allowed to cool fully.  Ensure that 
the light has ample air circulation before turning the light back on.
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Installation Instructions
Lumitec flood lights should be installed by qualified 
persons only. Establish the electrical connections per 
ABYC guidelines. Light circuits should be protected 
with an appropriately sized fuse. Fuses on circuits 
with multiple lights should be sized accordingly. 
Lights are protected by an over-temperature circuitry 
and will not overheat.

For Single Color “LT” Products (2 wires)
Wire lights as directed to any standard SPST “On/Off” 
switch and fuse properly. Simply turn the light On and 
Off. No additional instruction needed.

For 2 Color with Dimming Products (2 wires)
Note that the light ramps in intensity over a period of 
about 3 seconds on startup. To enable a “dimmed 
mode” simply interrupt the ramp in intensity with a 
brief off/on toggle of the power. Intensity can be set 
from a soft glow to full power. A subsequent off/on 
toggle allows the light to change colors.

For 2 Color - Flashing Products (3 wires)
Wire to any standard 3-way “On/Off/On” switch or 2 
separate 2-way “On/Off” switches. The “red” wire 
controls the white light and can be dimmed using the 
method described above. The “orange” wire controls 
the flashing light.
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