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DATASHEET

MOUNTED OUTER DIAMETER 93.5mm

FREQUENCY RANGE 120Hz~20KHz

IMPEDANCE 4ohm

WATTS 70 Watt

MAGNET Ferrite 4oz  

WOOFER MATERIAL Polypropylene cone

IP RATING IP66

UV STABLE Yes

CABLE LENGTH 6.5ft / 1.98M

EXTERNAL WEATHERPROOF SPEAKER

Vesper Marine’s External Weatherproof Speakers are designed for 
the marine environment. With an IP66 ingress protection they are 
suitable for mounting almost anywhere on board. Compact in size, 
these speakers feature a heavy duty molded plastic housing.

• 3” 70 Watt Speaker
• Frequency response of 80Hz-18Khz
• 4 Ohms impedance
• UV resistant polymer housing
• IP66 water resistant for marine applications
• Polypropylene cone
• Heavy duty molded ABS plastic basket and grill 

construction
• Rear plastic waterguard housing protects margnet 

and internal components
• Surface installation 75mm (2 1/8”) cut out
• Supplied with 2m (6.5ft) or cable

SPECIFICATIONS

EXSPKR

DESCRIPTION
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Dimensions derived from metric. Dimesions are 100% size. Check scale before use.
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DIMENSIONS / CUT TEMPLATE


