
SNAD® Snap Adhesively Attached

No tool, no splits, no hole!

Now flexible SNAD studs and sockets

available with clear silicone base.  No

need to stock different parts to match

colors or patterns of substrate.

Clean surface of substrate     

you wish to apply SNAD
Take flexible SNADPeel off backing and firmly 

apply to substrate



Where is the SNAD® currently being used?

• Attaching plastic lining to auto paint booth walls

• New aftermarket carpet kit for pick-ups

• Packaged component for national marine retailer

• Accessory bag for Toyota Highlander

• Rain shield on package carrier delivery trucks

• Dealer installed options for major marine OEM

• Golf cart enclosures

• Class A motor coach window coverings

• Protective covers for polyurethane gas tanks 

• Covers for personal watercraft

• Attachment of aircraft acoustic and thermal insulation blankets

• Hard shell protective cases for military hardware

• Advertising displays, trade show booths and signage

• Screens for Recreational vehicles

• …..with new application ideas every day

Flexible base perfect for curved 

surfaces

Examples continued on next page



40K units sold for Sunshades in Japan







Used to hold liners in automotive paint room booths

Used for bird netting



INSULOK®
Cannot attach to wall/ground

Tape Fastener
Holding strength is weak

Vinyl Tape
Sticky residues will remain

Vinyl Tie
Strength is weak

SNAD® Cable Tie Concept

Conventional Tools

Metal Snap + INSULOK®

SNAD®

-CAN BE ATTACHED TO WALL

-DETACHABLE BY SNAP

-SNAD TAPE IS REMOVAL(NO RESIDUE)

-HOLDING STRENGTH IS STRONG



SNAD® Styles Offered


