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To adjust roller rewind tension 
 
1 Place the unit on its face. 
2 Carefully remove the liner (if fitted). 
3 Disengage the radius corner pieces (if fitted) from the roller cover.  To do this push them 

away from the roller cover, they can then stay fitted in the side rail.  
4 Remove the fixing screws holding the corners of the roller cover to the side rails at the 

end that you are changing the roller. Do not touch the other end. 
5 Carefully pull the roller cover assembly away from the side rails. 
6 Locate the spring end of the roller assembly (the spring end has a metal shaft and the 

bearing end is all plastic) and remove the fixing screw from the corner moulding. 
7 Slowly pull the corner out of the roller cover (being careful, as the spring will try to turn the 

corner when it is clear of the extrusion). 
8 When the moulding is clear of the roller cover but with the spring rod still located in the 

corner moulding you can adjust the tension. 
9 Reduce the spring tension by turning the moulding anticlockwise.  
10 Increase the tension by turning the moulding clockwise.  Note – the nominal setting when 

tensioning the blind from no tension is 6 turns. 
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11 Slide the corner moulding back into the roller cover making sure that the pin on the other 
end of the roller has not disengaged from the bearing hole in the opposite corner 
moulding. 

12 Push the corner into the roller cover and loosely fit the fixing screw if it tries to push out 
again. 

13 Insert the crossbar into the slots in the side rails and then insert the corners into the side 
rails but do not refit the fixing screws at this stage. 

14 Hold the roller cover tightly onto the side rails and operate the blind a few times to ‘settle’ 
the fabric. When checking the tension it is important to hold the screen in the same 
orientation as it will be when installed. 

15 If the spring tension requires changing pull the roller assembly off the side rails and pull 
the spring end moulding away from the roller cover (firstly removing the fixing screw if 
refitted at stage 11). 

16 Turn the corner moulding clockwise to increase the tension or anticlockwise to reduce it. 
17 Repeat stages 6 to 13 until the required tension is achieved. 
18 Refit and tighten all the removed screws. 
19 Re-engage the corner radius pieces (if fitted). 
20 Refit liner (if fitted).  
21 Operate the blind a few times as a final check. If the spring tension is still not correct then 

repeat the whole procedure. 
 


